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15000W TRANSIENT VOLTAGE SUPPRESSOR

Maximum Ratings and Electrical Characteristics @TA=25°C unless otherwise specified

 Case: P-600, Molded Plastic
 Terminals: Plated Leads Solderable per

MIL-STD-202, Method 208
 Polarity: Cathode Band Except Bi-Directional
 Weight: 2.10 grams (approx.)
 Mounting Position: Any
 Marking: Type Number
 Lead Free: For RoHS / Lead Free Version

 Glass Passivated Die Construction
 15000W Peak Pulse Power Dissipation
 17V – 280V Standoff Voltage
 Uni- and Bi-Directional Versions Available
 Excellent Clamping Voltage
 Typical Response Time < 1nS
 Plastic Case Material has UL Flammability

Classification Rating 94V-0

Note: 1. Non-repetitive current pulse per Figure 5 and derated above TA = 25°C per Figure 1. 
2.. Mounted on 20 x 20 x 1.0mm thick copper pads to each terminal that maintained at a distance of 9.5mm from the case.
3.. Measured on 8.3ms single half sine-wave, duty cycle = 4 pulses per minute maximum. For uni-directional devices only.
4.. Peak pulse power waveform is 10/1000µS.

Characteristic Symbol V alue Unit 

Peak Pulse Power Dissipation on 10/1000µS Waveform (Note 1, 2, 4) PPPM 15000 W

 Peak Pulse Current on 10/1000µS Waveform (Note 1) IPPM TableSee 1 A

 Peak Forward Surge Current (Note 2, 3) IFSM 400 A

 Power Dissipation at TL = 75°C (Note 2) PD 8.0 W

 Typical Thermal Resistance, Junction to Ambient (Note 2) 
 Typical Thermal Resistance, Junction to Lead (Note 2) 

RθJA 
RθJL 

40 
8.0 °C/W 

 Operating and Storage Temperature Range TJ, TSTG -55 to +175 °C 



Electrical Characteristics (@TA=25°C unless otherwise specified) Table 1 
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Breakdown Voltage 
VBR (V) @IT Uni-Directional 

Part No. 
Bi-Directional 

Part No. 

Reverse 
Stand-Off 
Voltage 
VRWM (V) Min.

Test 
Current
IT (mA)

Maximum 
Clamping 

Voltage @IPP 
VC (V) 

Peak Pulse 
Current 
IPP (A) 

Reverse 
Leakage* 
@VRWM 
IR (µA) 

 15KP17A 
 15KP18A 
 15KP20A 
 15KP22A 

 15KP17CA 
 15KP18CA 
 15KP20CA 
 15KP22CA 

17.0 
18.0 
20.0 
22.0 

18.99 
20.11 
22.34 
24.57 

20.79 
22.01 
24.46 
26.91 

50 
50 
20 
10 

29.3 
30.9 
34.3 
37.1 

515.4 
488.7 
440.2 
407.0 

5000 
5000 
1500 
500 

 15KP24A 
 15KP26A 
 15KP28A 
 15KP30A 

 15KP24CA 
 15KP26CA 
 15KP28CA 
 15KP30CA 

24.0 
26.0 
28.0 
30.0 

26.81 
29.04 
31.28 
33.51 

29.35 
31.80 
34.24 
36.70 

5 
5 
5 
5 

40.7 
44.0 
47.5 
50.7 

371.0 
343.2 
317.9 
297.8 

150 
50 
25 
15 

 15KP33A 
 15KP36A 
 15KP40A 
 15KP43A 

 15KP33CA 
 15KP36CA 
 15KP40CA 
 15KP43CA 

33.0 
36.0 
40.0 
43.0 

36.90 
40.20 
44.70 
48.00 

40.40 
44.00 
48.90 
52.60 

5 
5 
5 
5 

54.7 
59.8 
65.8 
69.8 

276.1 
252.5 
229.5 
216.3 

2 
2 
2 
2 

 15KP45A 
 15KP48A 
 15KP51A 
 15KP54A 

 15KP45CA 
 15KP48CA 
 15KP51CA 
 15KP54CA 

45.0 
48.0 
51.0 
54.0 

50.30 
53.60 
57.00 
60.30 

55.00 
58.70 
62.40 
66.00 

5 
5 
5 
5 

72.8 
77.7 
82.9 
87.7 

207.4 
194.3 
182.1 
172.2 

2 
2 
2 
2 

 15KP58A 
 15KP60A 
 15KP64A 
 15KP70A 

 15KP58CA 
 15KP60CA 
 15KP64CA 
 15KP70CA 

58.0 
60.0 
64.0 
70.0 

64.80 
67.00 
71.50 
78.20 

70.90 
73.40 
78.30 
85.60 

5 
5 
5 
5 

93.8 
97.4 
104.2 
113.6 

161.0 
155.0 
144.9 
132.9 

2 
2 
2 
2 

 15KP75A 
 15KP78A 
 15KP85A 
 15KP90A 

 15KP75CA 
 15KP78CA 
 15KP85CA 
 15KP90CA 

75.0 
78.0 
85.0 
90.0 

83.80 
87.10 
94.90 

100.50 

91.70 
95.40 

104.00 
110.10 

5 
5 
5 
5 

122.0 
126.1 
137.6 
145.6 

123.8 
119.7 
109.7 
103.7 

2 
2 
2 
2 

 15KP100A 
 15KP110A 
 15KP120A 
 15KP130A 

 15KP100CA 
 15KP110CA 
 15KP120CA 
 15KP130CA 

100.0 
110.0 
120.0 
130.0 

111.70 
122.90 
134.00 
145.20 

122.30 
134.50 
146.80 
159.00 

5 
5 
5 
5 

161.3 
178.6 
192.3 
208.3 

93.6 
84.5 
78.5 
72.5 

2 
2 
2 
2 

 15KP150A 
 15KP160A 
 15KP170A 
 15KP180A 

 15KP150CA 
 15KP160CA 
 15KP170CA 
 15KP180CA 

150.0 
160.0 
170.0 
180.0 

167.60 
178.70 
189.90 
201.10 

183.50 
195.70 
207.90 
220.10 

5 
5 
5 
5 

241.9 
258.6 
272.7 
288.5 

62.4 
58.4 
55.4 
52.3 

2 
2 
2 
2 

 15KP200A 
 15KP220A 
 15KP240A 
 15KP260A 
 15KP280A 

 15KP200CA 
 15KP220CA 
 15KP240CA 
 15KP260CA 
 15KP280CA 

200.0 
220.0 
240.0 
260.0 
280.0 

223.40 
245.70 
268.10 
290.40 
312.80 

244.60 
269.10 
293.50 
318.00 
342.40 

5 
5 
5 
5 
5 

319.1 
428.6 
384.6 
416.7 
454.5 

47.3 
35.2 
39.3 
36.2 
33.2 

2 
2 
2 
2 
2 

*For bi-directional devices VRWM ≤ 30V, the IR limit is double.

Max.
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Rating and characteristic curves
Fig. 1 Pulse Derating Curve Fig. 2 Forward Surge Current Derating Curve 

Fig. 3 Steady State Power Derating Curve Fig. 4 Pulse Rating Curve 

 15KP Series

Fig. 5 Pulse Waveform Fig. 6 Typical Junction Capacitance 
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Non Repetitive 
Pulse Waveform
Shown in Fig. 5

Mounted on 20 x 20 x 1.0mm 
copper pads to each terminal. 
Lead length = 9.5mm. 
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tr = 10µs 

Peak Value IPPM

Half Value IPP/2 

td 

TA = 25°C 
Pulse Width (td) is defined as 
the point where the peak 
current decays to 50% of IPPM

10/1000µs Waveform
as defined by R.E.A. 

100
TJ = 25°C 
f = 1MHz 
Vsig = 50mVp-p

Uni-Directional
@ Zero Bias

Bi-Directional 
@ Zero Bias 

Uni-Directional 
@ VRWM 

Bi-Directional
@ VRWM 

2 1 3 4 5
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MARKING INFORMATION TAPING SPECIFICATIONS 

PACKAGING INFORMATION 

15KPxx  

0.8mm
MAX 

10mm

1.2mm 
MAX

0.8mm 
MAX 

6mm
52.4mm 

Cathode Tape: Red 
Anode Tape: White 

Cathode 

15KPxx 

= Polarity Band Except 
= Bi-Directional Types 
= Device Number 

Packaging 
Reel Diameter / 
Box Size (mm) 

Quantity
(PCS) 

Carton Size 
(mm) 

Quantity 
(PCS) 

Approx. Gross Weight
(KG) 

TAPE & REEL 330 800 370 x 370 x 420 4,000 12.0 

BULK 210 x 85 x 50 250 500 x 255 x 275 7,000 17.0 

TAPE & REEL 

330mm 

Product ID Label 
80±5mm 

BULK 

210mm

85mm50mm



Disclai  mer
 DACO Semiconductor reserves the right to make modifications, enhancements, 
improvements, corrections, or other changes to this document and any product 
described herein without prior notice.For the most up-to-date version, please visit 
our website.

DACO Semiconductor makes no warranty, representation, or guarantee regarding the 
suitability of its products for any particular purpose, nor does DACO Semiconductor 
assume any liability arising out of the application or use of any product or circuit, and 
specifically disclaims any liability, including without limitation special, consequential or 
incidental damages.

Purchasers are responsible for its products and applications using DACO 
Semiconductor products, including compliance with all laws, regulations, and safety 
requirements or standards, regardless of any support or application information 
provided by DACO Semiconductor. “Typical” parameters that may be provided in 
DACO Semiconductor datasheets and/or specifications can and do vary in different 
applications and actual performance may vary over time. All operating parameters, 
including “Typical” must be validated for each customer application by the customer’s 
technical experts.

DACO Semiconductor products are not designed, authorized, or warranted to be 
suitable for use in life support, life-critical or safety-critical systems, or equipment, 
nor in applications where failure or malfunction of DACO Semiconductor’s product 
can reasonably be expected to result in personal injury, death or severe property 
or environmental damage. DACO Semiconductor accepts no liability for the inclusion 
and/or use of DACO Semiconductor’s products in such equipment or applications 
and therefore such inclusion and/or use is at the customer’s own risk.

Purchasers who buy or use DACO Semiconductor products for any unintended or 
unauthorized applications are required to indemnify and absolve DACO 
Semiconductor, its suppliers, and distributors from any claims, costs, damages, 
expenses, and reasonable attorney fees arising out of, directly or indirectly, any 
claim of personal injury or death associated with such unintended or unauthorized 
use, even if such claim alleges that DACO Semiconductor was negligent regarding 
the design or manufacture of the part.

No part of this publication may be reproduced or transmitted in any form or by any 
means, electronic or mechanical, including photocopying and recording, or by any 
information storage and retrieval system, or otherwise, without the prior written 
permission of DACO Semiconductor Co., Ltd.
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