
Description 

The LSDXXCL is designed to replace multilayer varistors
(MLVs) in portable applications such as cell phones, 
notebook computers and PDA’s, using monolithic silicon 
technology to provide fast response time and ultra low 
ESD clamping voltage, making this device an ideal solu-
tion for protecting sensitive semiconductor components 
from damage. The LSDXXCL complies with the IEC 61000
-4-2 (ESD) with ±30kV air and ±30kV contact discharge. 
The LSDXXCL is assembled into a lead -free SOD-323
package and will protect one unidirectional line. These 
devices will fit on the same PCB pad area as an 0805 
MLV device. 

Features 

350 W peak pulse power (8/20μs) 

 

– IEC 61000-4-



 Protects one data or power line
 Ultra low leakage: nA level
 Operating voltage: 3.3V，5V, 8V, 12V, 15V,

20V, 24V,36V
 Ultra low clamping voltage
 Complies with following standards:

2 (ESD) immunity test 
Air discharge: ±30kV 
Contact discharge: ±30kV 

 RoHS Compliant

1-Line Bi-directional TVS Diode 

Part Number Packaging Reel Size 

 LSDXXCL 3000/Tape & Reel 7 inch

Mechanical Characteristics 

 Package: SOD-323
 Lead Finish: Matte Tin
 Case Material: “Green” Molding Compound.
 Terminal Connections: See Diagram Below
 Marking Information: See Below

Applications 

 Cellular Handsets and Accessories
 Personal Digital Assistants
 Notebooks and Handhelds
 Portable Instrumentation
 Peripherals
 Pagers Peripherals
 Desktop and Servers

Marking Information 

Ordering Information 

XX

Part Number  Marking

LSD03CL  2A

 LSD05CL  2B

 LSD08CL  2C

 LSD12CL  2D

 LSD15CL  2J

 LSD18CL  2K

 LSD20CL  2L

 LSD24CL  2H

 LSD36CL  2N
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SOD-323 
Dimensions and Pin Configuration 



Parameter Symbol Value Unit 

Peak Pulse Power (8/20µs) Ppk  350 W 

ESD per IEC 61000−4−2 (Air) 
ESD per IEC 61000−4−2 (Contact) 

VESD 
±30 
±30 

kV 

Operating Temperature Range TJ −55 to +125 °C 

Storage Temperature Range Tstg −55 to +150 °C 

LSD03CL 

Parameter Symbol Min Typ Max Unit Test Condition 

Reverse Working Voltage VRWM  3.3 V 

Breakdown Voltage VBR  4.0 V IT = 1mA 

Reverse Leakage Current IR 2 µA VRWM = 3.3V 

Clamping Voltage VC  7.5 V IPP = 1A (8 x 20µs pulse) 

Clamping Voltage VC  16 V IPP = 40A (8 x 20µs pulse) 

Peak Pulse Current Ipp  20 A tp = 8/20μs 

Junction Capacitance CJ  140  200 pF VR = 0V, f = 1MHz 

 LSD05CL

Parameter Symbol Min Typ Max Unit Test Condition 

Reverse Working Voltage VRWM 5 V 

Breakdown Voltage VBR 6 V IT = 1mA 

Reverse Leakage Current IR 1 µA VRWM = 5V 

Clamping Voltage VC  9.8 V IPP = 1A (8 x 20µs pulse) 

Clamping Voltage VC  18 V  IPP = 17A (8 x 20µs pulse)

Peak Pulse Current Ipp  17 A tp = 8/20μs 

Junction Capacitance CJ 110  180 pF VR = 0V, f = 1MHz 
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Absolute Maximum Ratings (TA=25°C unless otherwise specified) 

Electrical Characteristics (TA=25°C unless otherwise specified) 



 LSD08CL

Parameter Symbol Min Typ Max Unit Test Condition 

Reverse Working Voltage VRWM 8 V 

Breakdown Voltage VBR 8.5 V IT = 1mA 

Reverse Leakage Current IR 1 µA VRWM = 8V 

Clamping Voltage VC  13 V IPP = 1A (8 x 20µs pulse) 

Clamping Voltage VC  24 V  IPP = 15A (8 x 20µs pulse)

Peak Pulse Current Ipp  15 A tp = 8/20μs 

Junction Capacitance CJ 100  120 pF VR = 0V, f = 1MHz 

 LSD12CL

Parameter Symbol Min Typ Max Unit Test Condition 

Reverse Working Voltage VRWM 12 V 

Breakdown Voltage VBR 13.3 V IT = 1mA 

Reverse Leakage Current IR 1 µA VRWM = 12V 

Clamping Voltage VC 19 V IPP = 1A (8 x 20µs pulse) 

Clamping Voltage VC  32 V  IPP = 11A (8 x 20µs pulse)

Peak Pulse Current Ipp  11 A tp = 8/20μs 

Junction Capacitance CJ  50  175 pF VR = 0V, f = 1MHz 
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 LSD15CL

Parameter Symbol Min Typ Max Unit Test Condition 

Reverse Working Voltage VRWM 15 V 

Breakdown Voltage VBR 16.7 V IT = 1mA 

Reverse Leakage Current IR 1 µA VRWM = 15V 

Clamping Voltage VC  24 V IPP = 1A (8 x 20µs pulse) 

Clamping Voltage VC  38 V  IPP = 10A (8 x 20µs pulse)

Peak Pulse Current Ipp  10 A tp = 8/20μs 

Junction Capacitance CJ  35  60 pF VR = 0V, f = 1MHz 

 LSD20CL

Parameter Symbol Min Typ Max Unit Test Condition 

Reverse Working Voltage VRWM  20 V 

Breakdown Voltage VBR  22.5 V IT = 1mA 

Reverse Leakage Current IR 1 µA VRWM = 24V 

Clamping Voltage VC  35 V IPP = 1A (8 x 20µs pulse) 

Clamping Voltage VC 50 V IPP = 8A (8 x 20�s pulse)

Peak Pulse Current Ipp 8 A tp = 8/20μs 

Junction Capacitance CJ 30 50 pF VR = 0V, f = 1MHz 

 LSD18CL

Parameter Symbol Min Typ Max Unit Test Condition 

Reverse Working Voltage VRWM 18 V 

Breakdown Voltage VBR 19.8 V IT = 1mA 

Reverse Leakage Current IR 1 µA VRWM = 18V 

Clamping Voltage VC  29 V IPP = 1A (8 x 20µs pulse) 

Clamping Voltage VC  45 V IPP = 9A (8 x 20µs pulse)

Peak Pulse Current Ipp  9 A tp = 8/20μs 

Junction Capacitance CJ 30  50 pF VR = 0V, f = 1MHz 

LSD03CL THRU LSD36CL

www.dacosemi.com.tw 
- 4 -

Aug. 2025



 LSD24CL

Parameter Symbol Min Typ Max Unit Test Condition 

Reverse Working Voltage VRWM  24 V 

Breakdown Voltage VBR  26.5 V IT = 1mA 

Reverse Leakage Current IR 1 µA VRWM = 36V 

Clamping Voltage VC  43 V IPP = 1A (8 x 20µs pulse) 

Clamping Voltage VC  52 V  IPP = 7A (8 x 20µs pulse)

Peak Pulse Current Ipp  7 A tp = 8/20μs 

Junction Capacitance CJ  25  35 pF VR = 0V, f = 1MHz 

 LSD36CL

Parameter Symbol Min Typ Max Unit Test Condition 

Reverse Working Voltage VRWM  36 V 

Breakdown Voltage VBR  40 V IT = 1mA 

Reverse Leakage Current IR 1 µA VRWM = 40V 

Clamping Voltage VC  60 V IPP = 1A (8 x 20µs pulse) 

Clamping Voltage VC 75 V  IPP = 4.5A (8 x 20µs pulse)

Peak Pulse Current Ipp  4.5 A tp = 8/20μs 

Junction Capacitance CJ  20  pF VR = 0V, f = 1MHz 35
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Typical Performance Characteristics (TA=25°C unless otherwise Specified) 
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 Unit：mm 

SYM 

MILLIMETERS 
MIN NOM MAX 

A 0.800 - - 1.100 

A1 0.800 - - 0.900 
A2 0.000 - - 0.100 
b 0.250 - - 0.400 

c 0.080 - - 0.177 

D1 1.600 1.700 1.800 

D 2.300 - - 2.800 

E 1.150 - - 1.400 

L 0.475REF 

L1 0.100 - - 0.500 

Θ 0° - - 8° 
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SOD-323 Package Outline Drawing 

Suggested Land Pattern 



Disclai  mer
 DACO Semiconductor reserves the right to make modifications, enhancements, 
improvements, corrections, or other changes to this document and any product 
described herein without prior notice.For the most up-to-date version, please visit 
our website.

DACO Semiconductor makes no warranty, representation, or guarantee regarding the 
suitability of its products for any particular purpose, nor does DACO Semiconductor 
assume any liability arising out of the application or use of any product or circuit, and 
specifically disclaims any liability, including without limitation special, consequential or 
incidental damages.

Purchasers are responsible for its products and applications using DACO 
Semiconductor products, including compliance with all laws, regulations, and safety 
requirements or standards, regardless of any support or application information 
provided by DACO Semiconductor. “Typical” parameters that may be provided in 
DACO Semiconductor datasheets and/or specifications can and do vary in different 
applications and actual performance may vary over time. All operating parameters, 
including “Typical” must be validated for each customer application by the customer’s 
technical experts.

DACO Semiconductor products are not designed, authorized, or warranted to be 
suitable for use in life support, life-critical or safety-critical systems, or equipment, 
nor in applications where failure or malfunction of DACO Semiconductor’s product 
can reasonably be expected to result in personal injury, death or severe property 
or environmental damage. DACO Semiconductor accepts no liability for the inclusion 
and/or use of DACO Semiconductor’s products in such equipment or applications 
and therefore such inclusion and/or use is at the customer’s own risk.

Purchasers who buy or use DACO Semiconductor products for any unintended or 
unauthorized applications are required to indemnify and absolve DACO 
Semiconductor, its suppliers, and distributors from any claims, costs, damages, 
expenses, and reasonable attorney fees arising out of, directly or indirectly, any 
claim of personal injury or death associated with such unintended or unauthorized 
use, even if such claim alleges that DACO Semiconductor was negligent regarding 
the design or manufacture of the part.

No part of this publication may be reproduced or transmitted in any form or by any 
means, electronic or mechanical, including photocopying and recording, or by any 
information storage and retrieval system, or otherwise, without the prior written 
permission of DACO Semiconductor Co., Ltd.
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