
 SOT-23 package

 Flammability Rating: UL 94V-0

 Packaging: Tape and Reel

 High temperature soldering guaranted:260℃/10s

 Reel size: 7 inch

Device: LSM24QC

Package: SOT-23

Marking: C24

Material: Halogen free

Packing: Tape & Reel

Quantity per reel: 3,000pcsIndustrial Control Networks

Smart Distribution Systems

Automotive Networks

Low and High-Speed CAN

Fault Tolerant CAN

The LSM24QC has been designed to protect the 

CAN transceiver in high-speed and fault tolerant 

networks from ESD and other harmful transient 

voltage events. This device provides bidirectional 

protection for each data line with a single compact 

SOT-23 package, giving the system designer a 

low cost option for improving system reliability and 

meeting stringent EMI requirements. 

 IEC61000-4-2 (ESD) ±15kV (air), ±8kV (contact)

 IEC61000-4-4 (EFT) 40A (5/50ηs)

 IEC61000-4-5 (Lighting) 3A (8/20μs)

 200 Watts Peak Pulse Power per (tp=8/20μs)

 Working voltages : 24V

 Low clamping voltage

 Low leakage current
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Symbol Parameter Value Units 

ESD per IEC 61000-4-2 (Air) 
VESD 

ESD per IEC 61000-4-2 (Contact) 

±30 

±20 
kV 

PPP Peak Pulse Power (8/20μs) 200 W 

TOPT Operating Temperature -55/+150 C 

TSTG Storage Temperature -55/+150 C 

TL Lead Soldering Temperature 260 (10 sec.) C 

Symbol Parameter Test Condition Min Typ Max Units 

VRWM Reverse Working Voltage Pin 1,2 to Pin3 24 V 

Reverse Breakdown 
VBR Voltage 

IT = 1mA 
Pin 1,2 to Pin3 

26 32 V 

 IR
VRWM = 24V 

Reverse Leakage Current
Pin 1,2 to Pin3 

1 μA 

VC1 
IPP = 1A, tp = 8/20μs 

Clamping Voltage 1 
Pin 1,2 to Pin3 

36 V 

VC2 
IPP = 3A, tp = 8/20μs 

Clamping Voltage 2 
Pin 1,2 to Pin3 

50 V 

CJ 
VR = 0V, f = 1MHz 

Junction Capacitance 
Pin 1,2 to Pin3 

13 17 pF 

ABSOLUTE MAXIMUM RATINGABSOLUTE MAXIMUM RATING
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ELECTRICAL CHARACTERISTICS CURVE

SOT-23  PACKAGE OUTLINE DIMENSIONS
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Disclai  mer
 DACO Semiconductor reserves the right to make modifications, enhancements, 
improvements, corrections, or other changes to this document and any product 
described herein without prior notice.For the most up-to-date version, please visit 
our website.

DACO Semiconductor makes no warranty, representation, or guarantee regarding the 
suitability of its products for any particular purpose, nor does DACO Semiconductor 
assume any liability arising out of the application or use of any product or circuit, and 
specifically disclaims any liability, including without limitation special, consequential or 
incidental damages.

Purchasers are responsible for its products and applications using DACO 
Semiconductor products, including compliance with all laws, regulations, and safety 
requirements or standards, regardless of any support or application information 
provided by DACO Semiconductor. “Typical” parameters that may be provided in 
DACO Semiconductor datasheets and/or specifications can and do vary in different 
applications and actual performance may vary over time. All operating parameters, 
including “Typical” must be validated for each customer application by the customer’s 
technical experts.

DACO Semiconductor products are not designed, authorized, or warranted to be 
suitable for use in life support, life-critical or safety-critical systems, or equipment, 
nor in applications where failure or malfunction of DACO Semiconductor’s product 
can reasonably be expected to result in personal injury, death or severe property 
or environmental damage. DACO Semiconductor accepts no liability for the inclusion 
and/or use of DACO Semiconductor’s products in such equipment or applications 
and therefore such inclusion and/or use is at the customer’s own risk.

Purchasers who buy or use DACO Semiconductor products for any unintended or 
unauthorized applications are required to indemnify and absolve DACO 
Semiconductor, its suppliers, and distributors from any claims, costs, damages, 
expenses, and reasonable attorney fees arising out of, directly or indirectly, any 
claim of personal injury or death associated with such unintended or unauthorized 
use, even if such claim alleges that DACO Semiconductor was negligent regarding 
the design or manufacture of the part.

No part of this publication may be reproduced or transmitted in any form or by any 
means, electronic or mechanical, including photocopying and recording, or by any 
information storage and retrieval system, or otherwise, without the prior written 
permission of DACO Semiconductor Co., Ltd.
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