
■Maximum Ratings (Ta=25℃ Unless otherwise specified）

PARAMETER SYMBOL UNIT Conditions Max 

Peak power dissipation(1)  (2) (Fig.1) PPPM W with a 10/1000us waveform 400 

Peak pulse current(1) IPPM A with a 10/1000us waveform (See Next Table) 

Power dissipation, on infinite heat sink  PD W TL=75℃ 0.8 

Peak forward surge current, 8.3 ms 
single  
half sine-wave  unidirectional only (3) 

IFSM A 30 

Operating junction and  
storage temperature range 

TJ,TSTG ℃ -55 to +150 

Thermal resistance 

RθJL 

℃/W

Between junction and lead 26 

RθJA Between junction and Ambient 300 

RθJC Between junction and Curve 40 

Notes: 

(1). Non repetitive current pulse，per Fig2 and derated above TA=25℃ per Fig3. 

(2). TL
=30℃ unless otherwise noted , VF ≤1.25V@200mA. 

(3). Measured on 8.3 ms single half sine-wave or equivalent square wave, duty cycle = 4 pulses per minute maximum 

 Features    

       
● For surface mounted applications
● Low-profile package
● Ideal for automated placement

      
● Available in Unidirectional and Bidirectional

● 400 W peak pulse power capability with a 10/1000 μs
waveform

● Low incremental surge resistance, excellent clamping

capability

      
● Very fast response time

               
● High temperature soldering guaranteed: 260 °C/10 s at

terminals

    
● Meets MSL level 1

● Component in accordance to RoHS

Typical Applications 
Use in sensitive electronics protection against voltage transients 
induced by inductive load switching and lighting on ICs, MOSFET, 
signal lines of sensor units for consumer, computer, industrial, 
telecommunication. 

 Mechanical Date 
● Package: SOD-123FL

Molding compound meets UL 94 V-0 flammability 
rating, RoHS-compliant, halogen-free 

● Terminals: Tin plated leads, solderable  per
 J-STD-002 and JESD22-B102 

● Polarity: For uni-directional types the band denotes cathode
end, no marking on bi-directional types 

SOD-123FL
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■ Electrical Characteristics (TA=25℃ unless otherwise noted)

Part Number Marking Breakdown Voltage VBR@IT 
Maximum 
Reverse 
Leakage 
IR @ VRWM

(μA) 

Working 
Peak 

Reverse 
Voltage 
VRWM (V) 

Maximum 
Reverse 
Surge 

Current 
IPP 

(2) (A)

Maximum 
Clamping 
Voltage 
Vc @ IPP 

(V) 
Min(V) Max (V) IT(1)(mA)

6.40 7.07 10 800 5.0 43.38 9.2 

6.67 7.37 10 800 6.0 38.83 10.3 

7.22 7.98 10 500 6.5 35.71 11.2 

7.78 8.60 10 200 7.0 33.33 12.0 

8.33 9.21 1 100 7.5 31.01 12.9 

8.89 9.83 1 50 8.0 29.41 13.6 

9.44 10.40 1 10 8.5 27.78 14.4 

10.00 11.10 1 5 9.0 25.97 15.4 

11.10 12.30 1 2.5 10.0 23.52 17.0 

12.20 13.50 1 2.5 11.0 21.98 18.2 

13.30 14.70 1 2.5 12.0 20.1 19.9 

14.40 15.90 1 1.0 13.0 18.6 20.0 

15.60 17.20 1 1.0 14.0 17.24 23.2 

16.70 18.50 1 1.0 15.0 16.4 24.4 

17.80 19.70 1 1.0 16.0 15.38 26.0 

18.90 20.90 1 1.0 17.0 14.5 27.6 

20.00 22.10 1 1.0 18.0 13.7 29.2 

21.10 23.30 1 1.0 19.0 13.08 30.6 

22.20 24.50 1 1.0 20.0 12.34 32.4 

24.40 26.90 1 1.0 22.0 11.26 35.5 

26.70 29.50 1 1.0 24.0 10.28 38.9 

28.90 31.90 1 1.0 26.0 9.5 42.1 

31.10 34.40 1 1.0 28.0 8.82 45.4 

www.dacosemi.com.tw 
- 2 -

Aug. 2025

SM4F5.0CA  THRU  SM4F45CA

（Bi） 

SM4F5.0CA 

SM4F6.0CA 

SM4F6.5CA 

SM4F7.0CA 

SM4F7.5CA 

SM4F8.0CA 

SM4F8.5CA 

SM4F9.0CA 

SM4F10CA 

SM4F11CA 

SM4F12CA 

SM4F13CA 

SM4F14CA 

SM4F15CA 

SM4F16CA 

SM4F17CA 

SM4F18CA 

SM4F19CA 

SM4F20CA 

SM4F22CA 

SM4F24CA 

SM4F26CA 

SM4F28CA 

（Bi） 

F5.0CA 

F6.0CA 

F6.5CA 

F7.0CA 

F7.5CA 

F8.0CA 

F8.5CA 

F9.0CA 

F10CA 

F11CA 

F12CA 

F13CA 

F14CA 

F15CA 

F16CA 

F17CA 

F18CA 

F19CA 

F20CA 

F22CA 

F24CA 

F26CA 

F28CA 



Part Number Marking Breakdown Voltage VBR@IT 
Maximum 
Reverse 
Leakage 
IR @ VRWM

(μA) 

Working 
Peak 

Reverse 
Voltage 
VRWM (V) 

Maximum 
Reverse 
Surge 

Current 
IPP 

(2) (A)

Maximum 
Clamping 
Voltage 
Vc @ IPP 

(V) Min(V) Max (V) IT(1)(mA)

33.30 36.80 1 1.0 30.0 8.26 48.4 

36.70 40.60 1 1.0 33.0 7.5 53.3 

40.00 44.20 1 1.0 36.0 6.88 58.1 

44.40 49.10 1 1.0 40.0 6.2 64.5 

47.80 52.80 1 1.0 43.0 5.76 69.4 

50.00 55.30 1 1.0 45.0 5.5 72.7 

Notes: 
(1)  tp≤50ms  Pulse test: tp≤50ms. 

(2)  Surge current waveform per Fig. 2 and derated per Fig.3. 
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■ Electrical Characteristics (TA=25℃ unless otherwise noted)

（Bi） 

SM4F30CA 

SM4F33CA 

SM4F36CA 

SM4F40CA 

SM4F43CA 

SM4F45CA 

（Bi） 

F30CA 

F33CA 

F36CA 

F40CA 

F43CA 

F45CA 



■ Characteristics(Typical)
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FIG3: Pulse Power or Current vs. Initial Junction Temperature
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FIG2: Pulse Waveform
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Disclai  mer
 DACO Semiconductor reserves the right to make modifications, enhancements, 
improvements, corrections, or other changes to this document and any product 
described herein without prior notice.For the most up-to-date version, please visit 
our website.

DACO Semiconductor makes no warranty, representation, or guarantee regarding the 
suitability of its products for any particular purpose, nor does DACO Semiconductor 
assume any liability arising out of the application or use of any product or circuit, and 
specifically disclaims any liability, including without limitation special, consequential or 
incidental damages.

Purchasers are responsible for its products and applications using DACO 
Semiconductor products, including compliance with all laws, regulations, and safety 
requirements or standards, regardless of any support or application information 
provided by DACO Semiconductor. “Typical” parameters that may be provided in 
DACO Semiconductor datasheets and/or specifications can and do vary in different 
applications and actual performance may vary over time. All operating parameters, 
including “Typical” must be validated for each customer application by the customer’s 
technical experts.

DACO Semiconductor products are not designed, authorized, or warranted to be 
suitable for use in life support, life-critical or safety-critical systems, or equipment, 
nor in applications where failure or malfunction of DACO Semiconductor’s product 
can reasonably be expected to result in personal injury, death or severe property 
or environmental damage. DACO Semiconductor accepts no liability for the inclusion 
and/or use of DACO Semiconductor’s products in such equipment or applications 
and therefore such inclusion and/or use is at the customer’s own risk.

Purchasers who buy or use DACO Semiconductor products for any unintended or 
unauthorized applications are required to indemnify and absolve DACO 
Semiconductor, its suppliers, and distributors from any claims, costs, damages, 
expenses, and reasonable attorney fees arising out of, directly or indirectly, any 
claim of personal injury or death associated with such unintended or unauthorized 
use, even if such claim alleges that DACO Semiconductor was negligent regarding 
the design or manufacture of the part.

No part of this publication may be reproduced or transmitted in any form or by any 
means, electronic or mechanical, including photocopying and recording, or by any 
information storage and retrieval system, or otherwise, without the prior written 
permission of DACO Semiconductor Co., Ltd.
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